1LLCCOE

LIGHTINGDESIGN / MASTEN - POLES

Masten / poles Datenblatt / data sheet Al mocets are protectea by iermational lav:

Projekt / project: Bestellnr. / item no.: Datum / date:

Edelstahl Masten fiir FIACCOLA Auslegerleuchte /
stainless steel poles for FIACCOLA suspended illuminant:
©101,6 (x3mm) VoA / type 304 [ vaA/type 316[_]
O Oberflache / surface:
glasperlengestrahlt / glass-bead blasted IZ]
pulverbeschichtet / powder coated RAL D DB D .......

Oberflachenstruktur / surface texture: ...............

Glanzgrad / gloss level: ........... ...

Profilmast mit Lichtpunkthéhe LPH /

profile pole height with luminaire mounting height
LPH:  Rundrohrprofil @101,6 mm (x 3 mm)

round pole profile @101,6 mm (x 3 mm)

Hohe / height LPH : ..4700. . mm

FIACCOLA

Lange/length A: ... mm

Distanz / distance Y: ..., mm

LPH 4700

Montagetur
Maintenance door
70 x 400 mm

« 400 p

0w >> send Formular >> to info@leccor.cormr

Bodenbefestigungen / ground mounting options

L | |:| Bodenhiilse |_ direkt verschraubt |_ Bodenplatte |_

direkt (Kécherfundament) ground sleeve screwed directly base plate
direct (sleeve foundation)

O

@ 101,6 mm (LPH 4700 mm)
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