1HCCOE

BELEUCHTUNG FUR WERBETAFELN - ILLUMINATION FOR BILLBOARDS

LIGHTLINE WL/DL Datenblatt / data sheet AT modls ars protocted by ntamatonal law

Projekt / project: Bestellnr. / item no.: Datum / date:

Beleuchtung fiir Werbetafeln Typ 232 Vario 2/

illumination for billboards type 232 Vario 2

Decke / ceiling
U-Profil Edelstahl / U-profile stainless steel

QQ42mm|:| G48mm|:| @60mm|:|

Oberflache / surface:
> glasperlengestrahlt / glass bead blasted |:|
geschliffen / polished |:|

pulverbeschichtet /powdercoated RAL[_ | pB[ ] ......

Oberflachenstruktur / surface texture: . ..............

Schutzabdeckung / protection cover:

g 42 |:| Stellring PC Glas transparent[l mattiert/frosted D
adjusting ring
oas| |

2 60 |:| Technik / technology:

- — Schutzart / protection class: 1P54
Schutzklasse / electrical safety class: 1 D 2 D 3|:|

Lichttechnik / light technique:

LED Schutzart / LED protection class: P65 | 1P67]_]
Weitere / further: ... ....... ... ... ... .. .. .. . ... ...

Abmessungen / dimensions:

LangeL/lengthL: ............. mm

Abstand A/ distance A: . ............ mm
Abstrahlwinkel W/ beam angle W :  ......... °
Hohe Werbetafel Y / height billboard Y: . . ......... mm
Abstand Werbetafel Y1 / distance billboard Y1: . ....... mm

g4 |
? Q48 l:’ Details nach Wahl / details on request:

@60 [ |

Edelstahl Profilrohr
stainless steel profile tube
Nr./no.:

send Formular >> to info@leccor.c

LECCOR Leuchten GmbH DaimlerstraBe 73 - DE-74545 Michelfeld - Tel. +49 (0) 791-47077 - Fax +49 (0) 791-47555 - E-Mail: info@leccor.de


http://www.leccor.de
http://www.leccor.de/deutsch/kontakt
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